
Specifications

Chipset architecture HISILICON Hi3516CV300  1/2.9" SONY Low Illumination CMO

Minimum illumination Colorful 0.1Lux@F1.2,black and white 0.01 Lux@F1.2
Signal Noisy Rate ≥50db (AGC OFF)

WDR DWDR; WDR>80db

H.265 Main Profile coding; H.264 Baseline, Main profile, high profile coding

Key features

Audio interface 1ch Audio MIC input/Linear input; 1ch Phenomenon audio output

Audio processing G.711 Codec standard，Support two-way voice intercom function

Network interface 1 RJ45Ethernet interface,10/100M Adaptive

Network Protocol TCP/IP, UDP, RTP, RTSP, RICP, HTTP, DNS, DDNS, DHCP, FTP, NTP, 
PPPOE, SMTP, UPNP

TF Card storage Support expansion by USB
Auto aperture No
IR  LED 24pcs

IR Range 30m

Reset interface Support 1CH IO Reset

CVBS put out No

3G transmission No

WIFI transmission No
Alarm in 1ch GPIO put in, Active low

Dimensions

POE Yes
Standard  Protocol Onvif 2.4
Mobile Monitoring Support P2P protocol, support mobile device monitoring (IOS, Android)
Power Range DC10.8V~13.2V, 100-110MA
Working Temperature -10℃~55℃
Protection Degree ESD 1kv

• 1/2.9" SONY Low Illumination CMOS Sensor
• HISILICON Hi3516CV300
• IR LED: 24PCS SMD
• IR Range: 30M
• Lens 2.8-12mm motorized lens
• POE, Audio, SD Card Slot
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Encoding format

Video  output

USB interface 1 USB interface, Support TF card storage expansion (biggest up to 128G)

PTZ interface No

Alarm out 1ch GPIO putout

Operating Functions Support WEB Configuration, support OSD, Support real-time video 
transmission, Support motion detection and IO alarm linkage front-end 
storage / capture, Support front-end storage, Support motion detection and 
IO alarm center reminder and screen linkage (ps:IO Alarms and Front-End 
Storage Function-only)Support MJPEG capture,Support unified client 
remote management software, platform system applications; Provide a 
complete SDK development kit

VVIP-2V-H5Z-PRO-E
2MP IR Turret IP Camera with 30m IR Range

Video compression rate

Main bit stream:1920*1080, 1-25(30)fps/s  1280*720, 1-25(30)fps/s
Sub bit stream: 720*576, 1-25(30)fps/s; 640*480, 1-25(30)fps/s  640*352, 
1-25(30)fps/s 320*240, 1-25(30)fps/s

Support dual stream; support CBR / VBR bit rate, 32K ~ 16M bit / S 
adjustable; frame rate 1-30 frames / second adjustable




